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H950 AND H5lr CABINETS 


AVAiuBLc sum m0!K 


, MOUNTING HOLES 
(FROM DATUM HOL^ ) 




LOWER 


UPPER 
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WHEN TWO RLlJZ'S 
ARE MOUNTED iN ^ 
CABI^ET THE POSITWN 
or THE SLIDC BRACKETS 
MUST BE ADJUSTED SO 
tm THE BEZaS B«- 




tWOM HOLE- HOLE LOCATIONS 
FDR «5BtH%TCylBINrrS ARE 
GIVEN IN TAa£ ABOVE. 



SEE DETAIL "F" 
C SHEET +) 
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7. CONT 

□.SECURE DRIVE TO SLIDES USING 
SCREWS SUPPLIED. (SEE DETAIL "F', 
SHEET 4) 

TO REMOVE DRIVE, EXTEND SLIDES 
FULLY, REMOVE SCREWS, RELEASE 
LATCHES AND LIFT OFF. 

8. FOR THE LAST DRIVE IN A SYSTEM, I/O 
CABLE PLUGS INTO EITHER SOCKET TER- 
MINATOR (SUPPLIED WITH CONTROLLER) 
PLUGS INTO THE OTHER. 

NOTES CONT ON SH. 2 



■H'=i50 CAB 
(SHONNN FOR 
REFERENCE OMLY ) 



3ref 



I IS REF 
I CABLE T/£ ;^T 
MIDPOINT 



SEE 
DETML' B" 

(SHEET 



.^LLOW 3b.U X 1.0 
StRVlCt LOOP BETWEcM 
CL^MP5 




SEE 
DETWL "C ' 
(SHEET Z) 



^5EE NOTE 2 

vcltace range 
selector 

rear view of 

RUpZ-AK DISK DRNE 
(ITEM 0 
TYPICAL FOR ALL CABS 
NOTE \ 1 



5(ref; 



(REF) ■ 




CABINET 
UPR\GHT (REF") 



SECTION A- A 
(SHO\NING TYPICAL MOUMTlNG 

OF c^^ssls slides to 

CABitMET uprights ■) 
SCALE: NOME 



NOTES: 

1. MACHINESARESHIPPED CONFIGURED FOR 
110 V, AND NOMINAL VOLTAGE RANGE FOR 
220 V OPERATION REMOVE TWO SCREWS 
FROM "VOLTAGE SELECTOR" COVER WITH- 
DRAW THE COVEa AND REINSERT TURNED 
UPSIDE DOWN. AFTER INSERTION, 220 
MUSTBE SHOWING THRU THE SMALL WIN- 
DOW. REPLACE THE TWO SCREWS, CUT 
OFF 110V PLUG ON THE POWER CORD, 
REPLACE BY 220 V PLUG (ITEM #20). FOR 
COLOR CODE SEE DETAIL "G", SHEET 4. 



2. "LOW LINE" AND "NOMINAL LINE" ARE DE- 
FINED ON COVER OF "VOLTAGE RANGE 
SELECTOR" FOR LOW LINE VOLTAGE OP- 
ERATION REMOVE TWO SCREWS FROM 
"VOLTAGE RANGE SELECTOR" COVER WFTH- 
DRAW THE COVER AND RE-INSERT IT 
TURNED UPSIDE DOWN. AFTER INSERTION, 
"LOW M UST BE SHOWINGTHRU THESMALL 
WINDOW. REPLACE THE TWO SCREWS 

3. WHEN AN RL02-AK IS ORDERED IN CON- 
JUNCTION WITH H9500, H9501, H9502, 
H9503, H9600, H9601 , H9602, H9603 INTEF^ 
LOCK KIT(S) (REF 21 ) OR CABLE RESTRAINT 
SYSTEM(S) (REF 22) MUST BE ORDERED 
AND INSTALLED. 

4. WHEN AN RL02-AK IS ORDERED IN CON- 
JUNCTION WITH A H95p3/H96j*3 THETRIM 
PIECES (H9514-B) MUST BE ORDERED. 

5. WHEN AN RLfS2-AK IS ORDERED IN CON- 
JUNCTIONWn"HAH95^1/H96rfl TRIM PIECES 
(H9514-A) MUST BE ORDERED. 



TO ATTACH SHIPPING BRACKET (ITEM 7) 
REMOVE TWO SCREWS AND TWO LOCK- 
WASHERS FROM ONE SIDE OFTHE POWER 
PANEL ON THE REAR OF DISK DRIVE (ITEM 
1), POSITION A SHIPPING BRACKET TO DE- 
TERMINE LOCATION OF "U" NUT (ITEM 13) 
AND ATTACH BRACKET USING ORIGINAL 
SCREWS AND LOCKWASHERS AND ITEMS 
1 2 AND 9 (AS SHOWN IN DETAIL"DT BRACKET 
MAY BE ATTACHED TO EITHER SIDE OF 
UNIT 

. TO MOUNT RL|ZS2 IN CABINET 

A. MOUNT BRACKETS AND SLIDES TO 
UPRIGHTS. 

ES AS FAR AS POSSIBLE 
3 CATCHES. (SEE DETAIL 



B. EXTEND SLID 
BY RELEASINI 
"F SHT 4) 

C. PLACE DRIVE 



ON SLIDES AND PUSH 
BACK UNTIL ENDS OF RAILS FITUNDER 
TAB ON SLIDESAND LATCHESENGAGE 



CAUTION: OFF SHEET PARTS LIST EXISTS. 
SEE K-PL-RL02-AK-DBP (Z0848). 



THIRD ANGLE maCCTIOH 



DO MOT SCALE DWG 



cwcffART ma jrmi wo. 



UNLESS OTHERWISE SPECIF lED DIHENSlOfB ARE IH l^ 



PREFERRED CZ] 



NEXT HIGHER ASSY. 

B-DD-RLg2-AK 



lOMIMAL DIMEHSWW BAWGE WCTB 



FIRST USED ON 
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KIT 8 CARTRIDGE 



SIZE CO« NUHKR 
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nmim or smiL cnuincNt cavowTint M) swu 
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HOLE LOCATIONS fFROM BOTTOM 
OF CAB) -OR CHASSIS SLIDE 
MOUNTING fiKACt^t'S f!TEM'5)f.',IJ!T BE U5ED FOR 
LOBOT CABINETS - OPTIONAL FOR HIBOVS 



5S _ 



SECTION A' A SHOXNM 

ON SHEET 1 j~ 




\ [hole 5i 

OPTIONAL LOCATION <^ 



»R HIBOY: OtilY H0LE50— , * 



\9 REF 
4 PLACES 




?!i=\EF 

tiOT = 

SEE ItCTPXTf.iCON M 
Z-Ab-70lii!5f^-C 0 ON HOW 

TO im'tall !,";FuTi' kits ITEM'ZI 




NQTESKCONT.) 

9. CABINET OFTlONi INCLUDE StUNS, MORS, OWERS,-miM,i PWR fflmROUEffi. 



WLTAK DUG 



REMAW5 
INCLUDES FIVE 10.5 IN. FRNELS 



110 H%0-BC 

220 H%0-6& 

1 10 H967-eA B.5 IN. COVER PANEL? (H950-aO MUST 6E 

Zffl H%7-B6 ORDERED IF REQUIRED. 

iio h%o1'-ee} ^'^^^ 

220 HSfcol-E? } ""-^ ri95W-A TOPfflVtRS. 

220 h|&M-Ib}°'*^'^^ COMPLETE HIB0\ CABlNEf 

H94C12-B-0 Sw-'? OPTION AflRAN6EllEN'JH'C.Ci?DERA5BEa'b 

H 9MO-A-0 ( U'.il 3PTI0K AM.AMSaUtT Ol'.G. *nER fcS RES'l 
H^603-B-0 51NLB CriON (kRRH«GEt4lW «8CERf5K;'3 

H9500 H 'St OI-A-0 D*LB OPTION ARRAHGEMIENT 3V<-..mDE« «5 K«t 

0. WHEFIE A LONGEP, CABLE IS REQUIRED THA^ 
ITEM '3 USE ONE OF THE FOLLOWING: 
LENGTH PART No. 

20 FEET 1012IZZ-20 
40 FEET T012I2Z-40 
SO FEET 70I2I22-6-5 
TOTAL LENSTH OF CABLE(S') NOT TO EXCEED 100 FEET 

OPTIONAL CABuE routing iN5,1DE CHANNEL 
UPRIGHTS. DO MOT ALLOW CABLES TO BE 
CAUGHT BETWEEN CABINET UPRIGHTS AND REAR 
OF DI4< DRWE. 



SINGLE WIDTH CAB 
(SHOWH FOB REFERENCE ONLY) 
SEE NOTES 3 8t 4 



Rref 



I2REF 



I7REF 
DET^WL C" 

SCKLE-. NOME 
ONE CLAMP FOR l/o CABLE TEM 3 REF 
ONE CLAMP FOR POWER CORD 



RL0^-AK. 
(SriOWW iN A SlNjLE 
WIDTH CABJ 

'.OR rZQ ; VAh!AT:OM, 'Cj'K I, 
i^lAS ViFVi OF ^5=:vF Ol'J 5HT 1 a^JD 

TE^A•^o r '"f.u o-^ 

COR L'jl Ll^lt Vll 'A';r VAPIW'.OLJ 

jEE rrTf ^ . 
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FOR ONE CABLE USE 
ONE OF EACH 



DET^lL "5' 

SCALE-. MONjE 



cm I OMHGE HO- I REV. 



DISK DRIVE MTG 
KIT £ CARTRIDGE 

SCAU nFS* ' " — 
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RLa2-AK-0. 



nMrB}TarMn« 

nBBMMiwnflm 

B7S 



-HOLE LOCPiTlONS (FROM BOTTOM 
OF CAB) FOR CHftS'3\S. SUDE MOUNTING BRACKET 
THIS LOCATION MUST BE USED FOR LOBOY 
CABINETS -OPTION FOR HIBOYS 



-DOUBLE WIDTH CAB 
(SHOWN FOR REFERENCE ONLY) 
SEE NOTES 5 $ 5 




B 



-2ND DISK DRWE AMD 
D\SK CARTR\DGE 

(SHOVON FOR REFERENCE ONLY") 



FOR E20V VARIATION SEE NOTE 'l, 
REAP, VIEW OF DRIVE ON SHEET"l, 
AND ITEM "20 IN CALL OUT 
FOR LOW LINE VOLTAGE VARIATION 
SEE NOTE *Z 



TYPICAL CABLE PESTRAINf SY^TtM 
SEE MOTE 3 AND INSTRUCTIONS, OM 
DRAW1N6 D-AD-10lfc765-O-D 

Cref item IZ) 



™"DISK DRIVE MTG 
KIT £ CARTRIDGE 



SIZE XCf 

E JA 
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.BifsassK-, 
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1 REF 



— ACCESS SLOT 




-CABINET 
UPRIGHT (REF") 



— GROUND 
GKEEN WITH TELLOW TRACEP 



I 8 REF 




3&iO SERVICE LOOP (REF) BETWEEN 
CABLE CLAMPS 



DE~A11_ G 

REAS VIEW or ITEM ZO 
WITH STRAIN RELIEF CEMOVED 



SEE MOTE T 



SEE 
DETAIL 'C" 
(SHEET 2) 
ONE CLAMP (ITEM 14) 
FOR EACH CABLE 



DETML 'F 

SEE NOTE 7 



CABINET 
UPRIGHT (REF) 



3 REF 



-Sfe.O SERVICE 
LOOP (REF) 
BETWEEN CABLE CLAMPS 



SEE DETWL 
(SHEET Z) 
^ OWE CLhMP (ITEM |4) 
/n I FOR EACH CABLE 

18 REF 



-3C.0 SERVICE LOOP 
BETWEEN CABLE CLAMPS 





SEE DETAIL' B 
SHEET Z. 



- POWER LINE IMSEPAPATE 
aAMP(ITEM'l4) 



-36.0 SERVICE LOOP REF 
BETWEEN CONNECTOR, 
& FIRST CABLE CLAMP 



DETML 'D" 

SHO^IMG TYPICAL MOUNTING OF SHIPPING 
BRKT (ITEM7') ma CABLF ROUTING FOR 
DUAL DRIME SYSTEM (CPU BELOW) IN AN 
H950 CABINET 
NOTE I! 



5EE DETAIL C 
SHEET 2 
fCLAMF SHOWN IS ITEM IS) 
TO CONTROLLER 



54.. O SCBVICE LOOP BETWEEN 

CABLE Clamps t^Et) 
TO controlleb 



CABINET UFRiGHT 
(.REF) 



POWER LINE 
IN SEPARATE CLAMP 



DETK\L "e" 
SHOWING CABLE 'ROUTING FOR DOAL DRNE 
SYSTEMS IM AN H^SQil CAB 
NOT-e '1 \ 



SEE DETAIL. C 
SWEET 2 
CLAMP EACM CABLE" ABC^E 
SHIPPING BRACKET (_ITEM W) 



TO CONTROLLER 




"ifc.O SERVICE LOOP 
BETWEEn CABLE CLAMPS 
(BEFl 



AUXILIARY VIEW 

TYPICAL CABLE ROUTING FOR DUAL 
□3IVE S^iSTEM (_CPu ABOVE) IN 
AN H9?>0 CABINET 
NOTE 11 



^OOP EUCESS 
AS SHOWN 



DISK DRIVE MTG 
KIT 8 CARTRIDGF 
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LEGEND 



PART NO. 


VARIATION 


7GI 3688-0 


LEFT HAND 


7013688-1 


RIGHT HAND 



INTERLOCK ROD 



VERTICAL 



TINNERMAN NUT 



TYPICAL SLIDE MOUNTING- 
HARDWARE. 





NOTE.: , 

1. USE ITEM 15 (SHOULDER, WASHER") IN PLACE OF ITEM 12 
(FLAT WASHER) WHEN ITEM*I (RETAINER INTERLOCK) IS 
NOT MOUNTED THROUGH A SLIDE MOUNTING HOLE. 

2. ASSEMBLE ITEM'S (SPRING, WASHER) WITH CONVEX SIDE 
TOWARD ITEM*^, 4 (PLATE, CAM ) . 

CABINET EQUIPMENT MOUNTING HOLES ARE NUMBERED 
CONSECUTIVELY FROM THE BOTTOM UP. A SQUARE HOLE 
IS PROVIDED EVERY FIFTH MOUNTING HOLE TO AID IN 
COUNTING. WITH STABILIZER ARM PUSHED IN, THE 
INTERt-OCK ROD HOLE PATTERN LINES UP WITH THE 
VERTICAL MOUNTING HOLES AND IS NUMBERED THE SAME. 

'l4 MUST ALWAYS BE USED ADJACENT TO ITEM'i. 

5. WHEN INSTALLING CABINET TRIM STRIPS, MAKE SURE 
THEY DON'T INTERFERE WITH INTERLOCK OPERATION. 



THE SYSTEM DOCUMENTATION WILL SPECIFY THE INTERLOCK 
LOCATION AND ASSEMOY BY LETTER AND NUMBER CODE. 

2A. THE FIRST LETTER OF THE CODE SPECIFIES THE DIRECTION 
IN WHICH THE CHURCH KEY ASSEMBLY MUST BE INSTALLED. 
*U" SPECIFIES UPCHS SHOWN ON PRINT) AND 'D" SPECIFIES 
DOWN. 

a THE SECOr.O LETTERdF ANY) SPECIFIES WHICH OF THE TWO 
CAM PLATE NOTCHES ENGAGES WITH THE CHURCHKE*' ASSEMBLY. 
IF NO LETTER APPEARS, WE CALL THIS THE NORMAL ASSEM- 
BLY POSITION AND USE THE LOWER NOTCH. IF THE LETTER 
'S APPEARS, WE CALL THIS THE SPECIAL ASSEMBLY POSITION 
AND USE THE UPPER NOTCH. 

THE NUMBER ATTHE END OF THE INSTALLATION CODE SPECIFIES 
THE CABINET MOUNTING HOLE FOR THE ITEM'I CNTERLXK RE- 
TAINER). ALL OTHER PARTS OF THE ASSEMBLY ARE REFER- 
ENCED FROM THIS HOLE USING THE CHART BELOW. 



DIRECTION /notch 
SPECIFICATION 



BACK PLATE: 
LOCATION OF TOP 
MOUNTUJG STUD 



X + 4~ 
X 

X + 6 

X + 2 



NOTE: 



OUTRIGGER: 
LOCATION OF TOP 
MOUNTING STUD. 



X 

X 

x + .^ 



X IS THE SPECIFIED INTERLOCK RETAINER 
LOCATION. 



RECOMMENDED ASSEMBLY SEQUENCE 
PUSH STABILIZER ARM IN. 

ASSEMBLE ITEM #5, 6 AND 1 1 ONTO INTERLOCK ROD USING 
ITEMS #16. 

ASSEMBLE ITEM #3, 4 ONTO ITEM #5, 6 USING ITEMS #8 
AND #9. TIGHTEN ITEM #8 ONLY AFTER DEPRESSING ITEM 
#3, 4 AGAINST SPRING AS FAR AS POSSIBLE. 

HOOK ITEM #10 INTO ITEM #7. USE UPPER SLOT FOR "U" 
ASSEMBLIESAND LOWERSLOT FOR"D" ASSEMBLIES. 

INSTALL ITEM #7 ONTO CABINET VERTICAL USING ITEMS 
#1 7, TORQUE TO 1 00±30 INCH POUNDS. 
INSTALL ITEM #2 REMEMBERING TO PASS THROUGH ITEM 
#J0 BEFORE ENGAGING ITEM #7. 

ATTHIS POINT IN THE ASSEMBLY, PROCEDURES FOR NORMAL 
ASSEMBLY AND SPECIAL ASSEMBLY DIFFER. 
A.NORMAL ASSEMBLY 

1. MOUNT SLIDE USING ITEMS #1, #12, #13, #14 AND 
TYPICAL SLIDE MOUNTING HARDWARE. 

2. ADJUST INTERLOCK BY LOOSENING ITEM #8, ALLOWING 
ITEM #3, 4 TO ASSUME ITS PROPER POSITION AND 
RETIGHTEN ITEM #8 TO 70+30 INCH-POUNDS. 



CHECK INTERLOCK FOR PROPER OPERATION 
BY SLIDING THE STABILIZER ARM IN AND OUT. 
B.SPECIAL ASSEMBLY 

1. INSTALL ITEM*I ANdIs WITHOUT SLIDE. 

2. A0JUST INTERLOCK BY LOOSENING ITEM^a 
ALLOWING ITEM'S, 4 TO ASSUME ITS PROPER 
POSITION AND RETIGHTEN ITEm'S 10 70*30 
INCH-POUNDS. 

3. REMOVE ITEM*I,*I5 . 

4. MOUNT SLIDE USING ITEMS 'l "lal'S '|4 
AND TYPICAL SLIDE MOUNTING HARDWARE. 

5. CHECK INTERLOCK FOR PROPER OPERATION BY 
SLIDING THE STABILIZER ARM IN AND OUT. 

7 BOTH SPECIAL AND NORMAL ASSEMBLIES- 
INSTALL ITEMS ''I9,0NE ON EACH VERTICAL 
MOUNTING RAIL (BOTH SIDES OF EQUIPME NT;, 
IN THE PLACES WHERE THE REARMOST PART 
OF THE BEZEL WOULD NORMALLY STRIKE. 
ITEMS '19 MUST NOT INTERFERE WITH ITEM 
«-2 (ASSEMBLY, CHURCHKEYJ OR TRIM STRIPS. 



OFF PRINT PARTS LIST 
A- PL- 7013688- 0-0 



IIHO itHGLE FKOECm^ 



-($)• — 



OOKOTKALE O.VG 



C.'.'G.A'AnT KO. 



WLE^ OThEauiSf SI^CIFIFP Oir.S-C.jrQ Mt ^ ir-T 



OflN. R. OLSON \1-\Z''' 



A- I^Lr 

:;JALE 



tm* I tM 



INTERLDCK KIT 
(MARK mJ 



SIZE IcOl- 

E IADl7QI36e8-0-O 



I I I'T 



o 
I- : 



..1 



1 



